TANALITH E 

is a tried, tested and proven wood preservative for the long term protection of construction and landscaping timbers against the threat of fungal decay and insect attack. The unique formulation TANALITH E preservative is based on a combination of copper and triazole chemistries which allows the TANALITH E treated building, landscaping, fencing, agricultural and engineering timbers to be used with real confidence, either in or out of ground contact.

APPEARANCE

TANALITH E treated timbers have an initial natural green colouration. Upon external exposure this slowly weathers to a warm honey brown colour and in the longer term becomes a natural silver grey.

TREATMENT PROCESS

TANALITH E is industrially applied by a proven high pressure treatment process that forces the preservative deep into the structure of the timber. Treatments can be tailored to suit the end use of the treated timber components to meet relevant industry standards. Treatments are also available to meet specific industry requirements such as vine stakes and telegraph or communications poles.

PROVEN PERFORMANCE

TANALITH E wood preservative now has over 20 years of proven commercial use in markets all around the world and is recognised as the leading product for high pressure treated timber applications, particularly those in ground contact. TANALITH E treated timbers have been extensively tested in both our own and independent field trial sites around the world to ensure long term protection against a wide range of decay organisms. TANALITH E treated timber is treated in accordance with the penetration and retention requirements of the appropriate national and international standards as well as the appropriate Use Classes as defined in EN 335.

